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- 4+3cm beton asfaltic pentru poduri BAP 16 (asphaltic concrete for bridges BAP16)
[-2.5cm protectie hidroizolatie (mortar asfaltic MAT 8)- waterproofing pyétection layer(asphalt plaster MAT8)
- 0.5cm hidroizolatie (waterproofing)
- 2-8.4cm beton de panta C25/30 armat cu plasa sudata tip 106 126 (@4mm, 10x10cm)
(2-8.4cm slope concrete C25/30 reinforced with welded net typ€ GQ 126 (@4mm, 10x10cm)

Sistem rutier la culee

Abutment road system

20
> €25/30 Concrete
u Beton C25/30
Tigigrut 10R (mortar netezit)
Tigigrut 109 (polished plaster)

_ Banda de tranzitie (trapisition are:

Tigitar M T 60
_ (ciment epoxidic negru) \Vaporizare (Vaporization)

Tigitar M 14 70
_ (black epoxydic cement)
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NOTA:

- Dimensiunile rostului suntin mm

- Dispozitivul trebuie sa asigure o deplasare
de + 10 mm

- In cazul in care betonul din zidul de garda este
degradat, se va anunta proiectantul

NOTE:
- The joint dimensions are given in mm
- The divice should assure a maximum displacement
of + 10 mm
- In case that the concrete in the guardwall is damaged
the designer should be contacted.

C.N.C.F. "C.F.R." - S.A.
CLIENT / CLIENT
=
/A STomp | OBERMEYER TECNIC
GRUPPO FERROVE DELLO STATO wilse PLANEN + BERATEN GmbH Consufing Engineers
Joint Venture leader
Semnatura
CONSULTANT / CONSULTANT pata ot
Aprobat Sef proiect f
Approved Project manager R.Liuzza
Aprobat Coordonator Sectiune 1 . QUL
Approved Section 1 Coordinator C. Gambelli (@
Verificat Expert Chei ) - |
Checked o:wonm:n mM.M: V.Kallidromitis [
ISUBCONTRACTANT / SUBCONTRACTOR
Aprobat Responsabil Subconsultant " .
Approved Subconsultant Responsible A. Dinulescu Stanciu 11.2011
Tntocmit Proiectant
Empornted Designer lonela Ungureanu | 11.2011
Reabilitarea liniei de cale ferata Brasov - Simeria, parte component & a coridorului Proiect/Project
IV Pan European, pentru circula tia trenurilor cu viteza maxim & de 160 km/h, roiect/rFrojec
Tronsonul : Brasov - Sighigsoara 2004/R0/16/P/PA/003

Rehabilitation of the railway line Bragov - Simeria, component Part of the IV Pan-European
Corridor, for the trains circulation with maximum speed of 160 km/h,
Section : Brasov - Sighisoara
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