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ŞANŢ RANFORSAT PREFABRICAT / PREFABRICATED REINFORCED DITCH

DREAPTA FIR I / RIGHT TRACK I
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 CHARACTERISTIC CROSS - SECTION

ŞANŢ RANFORSAT PREFABRICAT / PREFABRICATED REINFORCED DITCH

DREAPTA FIR I / RIGHT TRACK I

KM 247+293.80 ÷ KM 247+303.80, L=10M
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ŞANŢ RANFORSAT PREFABRICAT TIP 1

(planşa / drawing EA5101E00QCCT00050130)

L = 10.00 M

tronson fundaţie / foundation section

Reinforced ditch crown 

Coronament şanţ ranforsat

ŞANŢ RANFORSAT PREFABRICAT TIP 2

 PREFABRICATED REINFORCED DITCH TYPE 2

(planşa / drawing EA5101E00QCCT00050140)
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ELEVAŢIE / ELEVATION

ŞANŢ RANFORSAT

Scara / Scale 1:50

BRAŞOV

SIGHIŞOARA

Reinforced ditch foundation

Fundaţie şanţ ranforsat

Rost vertical de separaţie din

două foi de carton bitumat

Vertical separation joint out of

two asphalt board sheets

Nivel superior şină proiectat, fir I

Designed rail upper level, track I
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PROFIL TRANSVERSAL CARACTERISTIC

 CHARACTERISTIC CROSS - SECTION

SPRIJINIRE CU COLOANE DE BETON ARMAT Ø 1080MM / PROPPING WITH REINFORCED CONCRETE COLUMNS Ø 1080MM

DREAPTA FIR I / RIGHT TRACK I

KM 247+464.80 ÷ KM 247+518.80, L=54M

Scara / Scale: 1:50
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DETALIU / DETAIL ''A''

ZID ÎNTORS / REVERTED WALL

Scara / Scale 1:50
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 CHARACTERISTIC CROSS - SECTION

SPRIJINIRE CU COLOANE DE BETON ARMAT Ø 1080MM / PROPPING WITH REINFORCED CONCRETE COLUMNS Ø 1080MM

DREAPTA FIR I / RIGHT TRACK I

KM 247+518.80 ÷ KM 247+626.60, L=108M
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1
3

.
0

0
 
(
1

2
.
0

0
;
 
1

1
.
0

0
;
 
1

0
.
0

0
;
 
9

.
0
0

)

+0.38

1

1

:

1

.

5

5%

3

4

2
5

4.10

4.75

50

1
.
6

0
2

0

4
0

2
5

1
5

1.60 50

5.24 1.16

5.64

1

1

:

1

.

5

t
r
a

c
k
 
a

x
i
s
 
I

d
e

s
i
g

n
e

d
 
r
a

i
l
w

a
y

a
x
 
c
.
f
.
 
p

r
.
 
f
i
r
 
I

1
:
1

.
5

L = 161.00 M

1

:

1

.

5

1
.
4

0

2.33

1
.
5

2

4
0

1.55 55 55

5
0

2.65

5
0

5
2

50

50

5.90

5.51

5.51 1.10

5.25

5

0

7

m
a

x
.
 
4

.
0

0

1%

± 0.00

Water discharge level

Nivel scurgere ape

0
.
4

0

Water discharge level

Nivel scurgere ape

Nivel coronament 

Crown level

Nivel coronament 

Crown level

Nivel teren

Ground level

5

5
0

10

5

5
0

10

5

1
0

Tub PVC Ø 90mm

Ø 90mm PVC pipe

4
0

1.60

25 40 40 40 41

1
.
3

0

2.24

1
5

5%

21

14

15

10

11

681.22

2626

34

1

:

1

.

5

LEGENDĂ:

8.  Platformă de lucru.

9.  Coloane din beton armat D=1080mm

10. Grindă de solidarizare din beton armat C 25/30

11. Zid-mască.

12. Geocompozit drenant.

13. Tub PEHD Ø 90mm, riflat, perforat.

14. Barbacană din tub PVC Ø 90mm.

15. Beton de egalizare.

16. Şanţ din beton monolit C25 / 30.

17. Beton clasa C 8 / 10.

18. Pereu zidit din piatră brută, 15 cm grosime.

19. Pământ vegetal.

20. Rost de separaţie din două foi de carton bitumat.

21. Zid întors.

22. Casiu din beton clasa C25 / 30.

23. Umplutură din beton clasa C 20 / 25, 30cm grosime.

LEGEND:

8.  Work platform.

9.  Reinforced concrete columns Ø 1080mm.

10. C 25/30 class concrete stiffening beam.

11. Hiding wall.

12. Draining geo-composite.

13. Perforated, striated PEHD tube, Ø 90mm.

14. PVC tube weeper, D=90mm.

15. Equalization concrete.

16. C 25/30 class concrete monolith ditch.

17. C 8/10 class concrete.

18. 15cm thick rough stone revetment.

19. Vegetal soil.

20. Vertical separation joint out of two asphalt board sheets

21. Reverted wall.

22. C 25 / 30 concrete class, in stepped ditch.

23. C 20 / 25 class concrete filling, 30cm thick.

LEGENDĂ:

1  Fundaţie din beton clasa C 8/10.

2  Şanţ ranforsat prefabricat tip 1 (plan EA5101E00QKCT0005013).

3  Şanţ ranforsat prefabricat tip 2 (plan EA5101E00QKCT0005014).

4  Geocompozit drenant.

5  Tub PEHD Ø 90mm.

6  Coronament din beton monolit clasa C25 / 30.

7  Zid întors.

LEGEND:

1  Concrete foundation, class C 8/10.

2  Prefabricated reinforcing ditch type 1 (drawing EA5101E00QCCT0005013)

3  Prefabricated reinforcing ditch type 2 (drawing EA5101E00QCCT0005014).

4  Draining geo-composite.

5  Ø 90mm PEHD pipe.

6   C 25/30 class concrete monolith crown.

7.  Reverted wall.
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DETALIU / DETAIL ''B''

ZID ÎNTORS / REVERTED WALL
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ELEVAŢIE

SPRIJINIRE CU COLOANE DE BETON ARMAT

PROPPING WITH REINFORCED CONCRETE COLUMNS ELEVATION

Scara / Scale 1:50
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NOTĂ:

1.  Detaliile pentru armarea coloanelor se găsesc în planşa

     EA51 01 E 00 BB CT 000 X 017

2.  Detaliile pentru armarea grinzii de solidarizare şi zidului-mască

     se găsesc  în planşa EA51 01 E 00 BB CT 000 X 018

3.  Dimensiunile coloanelor proiectate se vor definitiva

     după realizarea investigaţiilor geotehnice în amplasamentul lucrării.

NOTE:

1.  The details for column reinforcement are found in drawing

     EA51 01 E 00 BB CT 000 X 017

2.  The details for reinforcement of stiffening beam and hiding wall

     are found in drawing EA51 01 E 00 BB CT 000 X 018

3.  The dimensions of the designed retaining wall will be

  finalized after receiving the required geotechnical investigations.
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SIGHIŞOARA

DETALIU CASIU / STEPPED DITCH DETAIL

ZONA / AREA KM 247+518.80
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NOTĂ:

- Apele colectate de geocompozitul drenant vor fi evacuate

transversal, din 5 în 5m, în şanţul ranforsat prefabricat, prin

tuburi PVC Ø  90mm.

NOTE:

- The water collected by the draining geo-composite will be

discharged transversally, every 5 m, in the prefabricated

reinforced ditch, through PVC tubes  90mm.
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